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TLF 6267, Polyglycolic Acid is a crystalline polyester with a molecular weight of 

approximately 600.

structure:

PGa Properties:

• Appearance: finely ground tan powder.

• Melting Point: 200 - 210F.

• Density: 1.58 g. per cc. (lump form).

• Particle Size: 20 micron average.

• Toxicity: Oral ALD: >11,000mg/kg in rats.

• Solubility: insoluble in water and organic solvents.

• Readily dispersible in water.

Features

• Insoluble Polymer prepared to specific particle size.

• Hydrolyses predictably to free acid monomers.

Oilfield Chemical Placement Process

PGA used as a time release agent for corrosion inhibitors, dispersants, 

decomposition inhibitors for lubricants in moving equipment in the 

wellbore and other channels of the formation.

time delayed Gel Breaker

temporary Plugging agent

diverting agent

Ensures uniform injection of treatment area by creating a temporary blocking 

agent by reducing permeability of subterranean formations.

Completion Fluid / Fluid loss additive

Added to an inert fluid used in the casing – tubing annulus to dissolve scale and 

prevent corrosion.8
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The information set forth herein is furnished free of charge and based on technical data that DuPont believes to be reliable. It 
is intended for use by persons having technical skill, at their own risk. DuPont makes no warranties, expressed or implied, and 
assumes no liability in connection with any use of this information. Nothing herein is to be taken as license of operation under or a 
recommendation to infringe any patents. Always read the label and product information before use.
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Contact your DuPont Oil & Gas Representative at:

E. i. du Pont Canada Company
Oil and Gas solutions
1015 – 4th street sW, suite 250
Calgary, alberta
t2r 1J4
Phone: 403-698-8536
Fax: 403-697-6230
www.oilandgas.dupont.ca




